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T H E  C O M PA N Y

HANSA-TMP Group, is an international Group esta-
blished in Modena, Italy in 1984. With seven branches all 
around the world, the company is the perfect partner for 
all projects requiring fluid technology in connection with
hydraulics, electronics and engineering.

The group has three divisions:

HANSA-TMP Manufacturing - design and manu-
facture of innovative hydraulic components: hydrostatic 
transmissions, controls, wheel drive units and generators. 
Through HANSA-TMP Mechatronic Research Center 
this division is continuously innovating the product line 
meeting the highest quality and sustainability standards 
of the OEMs.

HANSA-TMP Engineering - complex and customi-
zed mechatronic systems integration for the mobile and
industrial applications. This division is specialized in in-
tegrating hydraulics, power transmission, electric drives,
control electronics and software.

HANSA-TMP Official Distributor - The company 
is the exclusive distributor on the Italian market for 
international high quality brands in the hydraulic field.: 
Kawasaki Precision Machinery, Wandfluh, Yeoshe, Dynex, 
Rickmeier. The company is also an authorized repair and 
warranty provider for the distributed brands.

The HANSA-TMP brand has been recognised worldwide
for more than 30 years for the high quality of its products
and services as well as for the superb and dedicated cu-
stomer care. The company is certified for the quality of
the products and processes as well as for the operations’
sustainability by the ISO 9001:2015 and ISO 14001:2015.

HANSA-TMP BUSINESS AREAS

MANUFACTURING

E N G I N E E R I N G

O F F I C I A L  P A R T N E R

MOBILE VEHICLES

INDUSTRIAL MACHINERY

OIL & GAS / ENERGY

SERVICE

MARINE



5www.hansatmp.com

HANSA-TMP EXPERTISE

Research & Development Operations Management 100% Production Tested

Total Quality Management Smart Supply Chain Customer Field Support 

T H E  C O M PA N Y

WORLDWIDE PRESENCE

HANSA-TMP Distribution 
Network

HANSA-TMP Facilities
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FD Series
Radial Piston Flow Dividers

Max.
Continuous

Max.
Intermittent Maximum Max.

Continuous
Max.

Intermittent

cm3/n. MPa MPa MPa l/min l/min kW kg
FD 20 20 25 35 9
FD 27 27 35 50 12
FD 34 34 45 60 15
FD 50 51 60 80 20
FD 75 76 90 120 30
FD 90 89 110 140 35
FD 100 102 125 160 40
FD 1 80 80 55 65 20
FD 1 100 100 70 85 25
FD 1 150 157 110 130 38
FD 2 250 253 130 150 45
FD 2 350 362 165 190 58
FD 3 400 397 170 190 60
FD 3 450 452 190 215 67
FD 3 500 491 210 230 74
FD 3 600 594 230 260 80
FD 4 800 792 250 295 88
FD 4 900 904 285 335 100
FD 5 1400 1376 290 340 87
FD 5 1500 1528 320 375 96
FD 5 1600 1648 350 400 105
FD 6 2500 2525 390 460 118
FD 6 3000 2983 440 525 132
FD 6 3200 3289 460 550 138
FD 6 3500 3479 490 590 147
FDM 34 34 45 60 15 35 per section
FDM 50 51 60 80 20
FDM 75 76 90 120 35
FDM 100 102 125 160 40

FDM 25 28 32 45 per section

FD 5 25 28 30 460

FD 6 25 28 30 900

FD 3 25 28 35 180

FD 4 25 28 35 230

FD 1 25 28 35 90

FD 2 25 28 35 110

FD 25 28 32

55

65

Power Weight
Model

Displacement 
per section

Pressure Flow per section

Features:
�������	
�������
�
��
 Precision ± 0,7% up to 0,9% 
 Pressure up to 25 MPa
 Flow up to 350 l/min. each section

���	
����	
�������
�
��
 Precision ± 0,4% up to 0,8% 
 Pressure up to 21 MPa
 Flow up to 175 l/min.
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Orbit Hydraulic Motors
Spool Valve Distributor

Orbit Hydraulic Motors
Disc Valve Distributor

Motor
Type

Displacement
cm3/n

Cont.
Speed

n/min. *

Inlet Pressure 
Cont. / Int. / Peak

MPa

Max.
Flow

lt/min.

Cont.
Torque
daNm

Cont.
Power

kW

MM 8,2 - 50 1950 - 400 14 / 17,5 / 22,5 16 - 20 1,2 - 4,5 1,7 - 2,4
MP 25 - 630 1600 - 95 17,5 / 20 / 22,5 40 - 60 3,3 - 44 3,3 - 10,1
MR 50 - 400 775 - 150 17,5 / 20 / 22,5 40 - 60 10 - 38 4,8 - 13
MR…T 50 - 400 775 - 150 17,5 / 20 / 22,5 40 - 60 10 - 38 4,8 - 13
MRNA 50 - 400 200 - 150 14 / 17,5 10 - 60 10 - 38 2 - 9
MRFL 50 - 400 775 - 150 17,5 / 20 / 22,5 40 - 60 10 - 38 4,8 - 13
MRB 50 - 400 775 - 150 17,5 / 20 / 22,5 40 - 60 10 - 30 4 - 13
PL 50 - 400 1210 - 150 17,5 / 20 / 22,5 60 9,4 - 50 6,6 - 11,7
RL 50 - 400 775 - 150 17,5 / 20 / 22,5 40 - 60 10 - 61 7 - 13
PK 50 - 400 808 - 100 14 / 17,5 / 22,5 40 7 - 40,8 3,4 - 5,2
RK 50 - 400 775 - 150 17,5 / 20 / 22,5 40 - 60 10 - 40 6,2 - 10,8
RW 50 - 400 775 - 190 17,5 / 20 / 22,5 40 - 75 10 - 61 7 - 13
MH 200 - 500 370 - 150 20 / 22,5 / 25 75 51 - 82 11 - 16
HW 125 - 315 357 - 238 21 / 25 45 - 75 35 - 85 16,2 - 18,6
* From min. to max. displacement

Motor
Type

Displacement
cm3/n

Cont.
Speed

n/min. *

Inlet Pressure
Cont. / Int. / Peak

MPa

Max.
Flow

lt/min.

Cont.
Torque
daNm

Cont.
Power

kW

MS 80 - 565 810 - 130 23 / 29,5 / 30 65 - 75 24 - 85 6,9 - 18
MT 160 - 725 622 - 172 21 / 25 / 30 100 - 125 47 - 127 20,2 - 33,5
MV 315 - 800 510 - 250 21 / 25 / 30 160 - 200 92 - 188 42,5 - 53,5
* From min. to max. displacement

Features:
 High starting torque
 �������	
���
�
 Spool valve distributor
 Low noise level
 Long life
 ���������
���
 Optional speed sensor

Features:
 High starting torque
 �������	
���
�
 Disc valve distributor
 Low noise level
 Long life
 ���������������������������

�������������
�����
 Optional speed sensor
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GM Series
Fixed Displacement High Torque Radial Piston Hydraulic Motors

Model
Displacement

cm3/n.
Torque
Nm/MPa

Rated
pressure

MPa

Peak
pressure

MPa

Cont.
speed
n/min.

Max.
speed
n/min.

Max.
power

kW

Weight
kg

25 0,04 45 910 1300
30 0,05 43 875 1250
39 0,06 41 840 1200
49 0,08 39 805 1150
64 0,10 37 770 1100
77 0,12 35 735 1050
86 0,14 33 700 1000
101 0,16 31 665 950
127 0,22 27 650 900
39 0,062 45 700 1000
59 0,094 45 700 1000
74 0,118 42,5 700 1000
86 0,137 37,5 700 1000
115 0,183 40 650 900
129 0,205 37,5 650 900
151 0,24 32,5 650 900
161 0,264 32,5 600 800
191 0,304 28 600 800
99 0,154 42,5 550 1000
129 0,17 40 550 1000
154 0,201 40 550 1000
172 0,268 37,5 550 900
201 0,314 35 550 800
221 0,35 35 550 700
243 0,38 35 450 700
290 0,452 30 350 650
314 0,49 28 350 600
192 0,3 42,5 550 800
251 0,392 42,5 550 800
304 0,475 40 500 750
347 0,542 37,5 500 750
425 0,663 35 450 750
493 0,769 35 450 700
565 0,883 30 450 700
623 0,973 28 400 650
352 0,549 45 525 700
426 0,664 42,5 500 650
486 0,758 42,5 450 600
595 0,928 40 450 575
690 1,08 35 400 500
792 1,24 35 400 500
873 1,36 35 350 400
987 1,54 28 300 350
402 0,627 45 450 600
503 0,785 45 425 600
616 0,961 40 400 550
793 1,24 40 350 550
904 1,41 37,5 325 450
1022 1,6 35 300 400
1116 1,74 35 275 400
1247 1,95 30 250 400
1316 2,05 28 225 350
807 1,26 42,5 325 450
1039 1,62 42,5 300 450
1185 1,85 40 300 400
1340 2,09 40 300 400
1462 2,28 37,5 275 350
1634 2,535 37,5 250 300
1816 2,83 35 250 300
2007 3,13 35 200 250
1690 2,64 45 250 400
2127 3,32 40 225 350
2513 3,92 35 200 300
3041 4,75 30 175 250
1373 2,19 300 450
2007 3,19 280 400
2471 3,93 250 350
2985 4,75 200 300
3611 5,75 175 250
4298 6,84 125 200
4663 7,42 100 150

GM 03 20 12 15

GM 05     25

20

22
33

110

GM 1      25 48 27

GM 2      25 90 47

25 170 240

GM 3      25 80 86

GM 4      25 100

300

GM 5 A    25 120 170

GM 6      

GM 7      25 42 250

Features:
 High pressure
 High power ratings
 High starting torque
 High speed free-wheeling
 Compact design
 ���������
���
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GS Series
Fixed Displacement High Torque Radial Piston Hydraulic Motors

Model
Displacement

cm3/n.
Torque
Nm/MPa

Rated 
pressure

MPa

Peak
pressure

MPa

Cont.
pressure

n/min.

Max.
speed
n/min.

Peak
power

kW

Weight
kg

39 0,061 45 1800 2800 30
49 0,077 42,5 1700 2600 35
77 0,12 40 1500 2300
86 0,134 37,5 1300 2000
101 0,157 35 1100 1700
111 0,173 32,5 1000 1600
99 0,154 42,5 1000 2750
154 0,24 40 1000 2200
172 0,268 37,5 900 1800
201 0,314 35 800 1500
221 0,351 35 750 1300
243 0,38 35 700 1250
192 0,3 42,5 900 1350
251 0,392 42,5 700 1250
304 0,475 40 650 1150
347 0,542 37,5 600 1100
425 0,663 35 525 900
493 0,769 35 525 850
352 0,549 45 575 1000
426 0,664 42,5 550 850
486 0,758 42,5 500 800
595 0,928 40 400 800
690 1,08 35 375 750
792 1,24 35 375 750
402 0,627 45 600 830
503 0,785 45 600 780
616 0,961 40 575 750
793 1,24 40 550 730
904 1,41 37,5 500 700
1022 1,60 35 450 700
1116 1,74 35 400 650
526 0,822 45 500 750
669 1,03 45 500 730
807 1,26 42,5 500 700
1039 1,62 42,5 475 680
1185 1,85 40 475 630
1340 2,09 40 450 600
1462 2,28 37,5 450 600
1634 2,535 37,5 400 600
1816 2,83 35 375 550
1690 2,69 45 400 600
2127 3,386 40 600 575
2513 4,0 35 300 500

GS 4 25 150 116

GS 6 A    25 300 291

200 182GS 5 A    25

GS 3 25 100 87

GS 2 25 80 52

GS 05     25 22
48

GS 1 25 70 30

Features:
 High rotation speed
 High pressure
 High power
 High starting torque
 High speed free-wheeling
 Compact design
 ���������
���
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�������	
���	������
����

�������	
����
����	��	���
����

�����
Model

Max. Number of
Working Section

Max. Flow
lt/min.

Max. Pressure
MPa

Q 35 1 50 30
Q 15 1 20 25
GMV15 4 25 28
Q 25 6 40 35
Q 45 6 60 35
Q 65 1 70 35
Q 75 5 80 35
Q 95 3 120 35

Q 30 10 50 32,5
GVS 50 (Q 50) 10 60 32,5
Q 80 10 80 30
Q 130 10 150 32,5

Q 30 10 50 27,5
GVS 50 (Q 50) 10 60 27,5

Q 30 15 - 30 - 40 25
GVS 50 (Q 50) 15 - 30 - 50 25

MONOBLOCK DIRECTIONAL CONTROL VALVES

SECTIONAL DIRECTIONAL CONTROL VALVES

ON-OFF DIRECTIONAL CONTROL VALVES with ELECTRICAL CONTROL                
and PROPORTIONAL SECTION

PROPORTIONAL DIRECTIONAL CONTROL VALVES SECTION

��������������������!����"�#���$&������������������������������������'���!����"�#��('�$&����

�����
model

Working section 
number

Spool stroke
mm

Spool pitch
mm

Pump 
flow rate

l/min

A/B port
flow rate

l/min

Working pressure
inlet port P

MPa

Max. pressure
outlet port T

MPa

EX38 1 - 10 7 38 150 100
EX46 1 - 10 7 46 220 180
EX54 1 - 8 9 54 300 250
EX72 1 - 8 11 72 450 350

35 1

Features:
 Flow sharing load sense valves
 ����������������������
�����
 �������)����������������*�����

  compensation combination
 Large applications range

Features:
 High technical performances
 Large applications range
 ������&�������+����
 !������������������
��
���
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�������������������

Type
Max.

Input Power
kW

Max.
lnput Torque

Nm

Max.
Input Speed

n/min.

Gear Ratio
1 : …

AM 110 180 735 - 450 2.400 - 3.950 0,49 - 1,50
AM 216 205 800 - 500 2.400 - 3.950 0,50 - 1,47
AM 220 355 1.470 - 900 2.400 - 3.950 0,49 - 1,50
AM 230 430 2.080 - 1.270 1.950 - 3.200 0,51 - 1,48
AM 232 565 3.250 - 2.300 1.750 - 2.400 0,49 - 1,00
AM 270 700 4.400 - 2.570 1.800 - 2.600 0,70 - 1,43

AM 320 205 735 - 500 2.650 - 3.950 0,68 - 1,47
AM 330 355 1.470 - 900 2.400 - 3.950 0,49 - 1,50
AM 345 430 2.080 - 1.270 1.950 - 3.200 0,51 - 1,48
AM 365 670 3.480 - 2.350 1.800 - 2.500 0,69 - 1,45
AM 370 700 4.400 - 2.570 1.800 - 2.600 0,70 - 1.43

AM 450 640 4.200 - 2.600 1.800 - 2.400 0,50 - 1,00
AM 480 700 4.400 - 3.490 1.700 - 2.000 0,72 - 1,15
AM 481 850 5.500 1.700 - 2.000 0,72 - 1,15

TWO PUMPS DRIVE

THREE PUMPS DRIVE

FOUR PUMPS DRIVE

Features:
 Cast-Iron casing
 With housing and coupling 

  connection for diesel engines
 $������������������������&��
 ��������������������������
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Features:
 High power density
 High performances
 High reliability
 High self priming capability 
 Wide range of controls
 Spherical valve plate 
����������	�
��������������

��������������
����������������������
 Torque control available

Features:
 Compact dimensions
 Flanged to the pump outlet
����������������������!��"���
 Flow control independent by the

   pump speed
 12V DC and 24V DC solenoids available

���� #�$� ������ ��� ��� ���"���%������������ ���� "������� &��� '($)�
�����������)��"������*�
��������������������������������"��!���������������'($)+,-�./���0/�
�����������35����(///�������������*�
The valve can be combined with the constant power control and 
�������"���%���������������������"�������&�����"��������"��������&�
�����!��������&�����"��*

BDr

PL

Tair

$

L

G

LS

Max. for self-priming Max.
K3VL 28 28 32 35 3.000 3.600
K3VL 45 45 32 35 2.700 3.250
K3VL 60 60 25 28 2.400 3.000
K3VL 80 80 32 35 2.400 3.000
K3VL 112 112 32 35 2.200 2.700
K3VL 140 140 32 35 2.200 2.500
K3VL 200 200 32 35 1.900 2.200
K3VL 200H 200 32 35 2.200 2.200

Peak
pressure

MPa

Rotation speed
n/min.Pump

model
Displacement

cm3/n

Rated
pressure

MPa

PMV
��������	
��������������
�������	����������!��������������

�!��
Medium pressure, swash plate, open loop axial piston pumps
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Features:
 High performance 
 High reliability
�6����"����������������"�
�)�����������!��&���������������
����������������������"��������������
�7���������������������������8���
 Wide range of displacements available

Features:
 Dual displacement 
�9�������������������"�������������
�7���������������������������8���
�7������"����"����:"���"!
�������-������!-���������������������
 High performances
�6����"����������������"���
�)�����������!��&��������������
����������������������"��������������
 Wide range of displacements available 

Motor
model

Displacement
cm3/n

����������	���
running torque

Nm / MPa

Continuous
speed
n/min.

Continuous
power

kW

Rated
pressure

MPa

Intermittent
pressure

MPa

HMB 010 188 27,9 500 25 24
HMB 030 442 65,6 450 42
HMB 045 740 109,5 400 60
HMB 060 983 145 300 80
HMB 080 1.344 199 300 100
HMB 100 1.639 243 250 110
HMB 125 2.050 306,6 220 100
HMB 150 2.470 369,5 220 115
HMB 200 3.087 460,7 175 130
HMB 270 4.310 637,9 125 140
HMB 325 5.310 794 100 140
HMB 400 6.800 1.010 120 190

25

20,7

29

Motor
model

����������	���
running torque

Nm / MPa

Continuous
speed
n/min.

Continuous
power

kW

Rated
pressure

MPa

Intermittent
pressure

MPa

:�); 492 68,6 450 60
Min. 98 11,5 600 10
:�); 737 106,3 450 99
Min. 163 15,5 600 15
:�); 1.475 239 270 138
Min. 164 15,7 630 12
:�); 2.048 299 215 135
Min. 164 6 630 4
:�); 3.080 466 175 174
Min. 164 6 630 5
:�); 4.588 694 150 213
Min. 328 24 545 14
:�); 5.326 844 130 213
Min. 328 24 545 14

Displacement
cm3/n

HMC 325

20,7

25

29

27,5

HMC 030

HMC 045

HMC 080

HMC 125

HMC 200

HMC 270

HMB
Fixed displacement radial piston motors

"�
Dual displacement radial piston motors
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Features:
 Dual displacement 
�9�������������������"�������������
�7���������������������������8���
�7������"����"����:"���"!
�������-������!-���������������������
 High performances
�6����"����������������"���
�)�����������!��&��������������
����������������������"��������������
 Wide range of displacements available 
 Enhanced power performance

Features:
 Dynamic displacement change
�(�������"�������������������

  displacement modes plus free wheel
 Speed sensor
 A wide range of displacements

��&����3*.//����,*(;.�"�(/n
�6����������������!
�=������������������

Motor
model

����������	���
running torque

Nm / MPa

Continuous
speed
n/min.

Continuous
power

kW

Rated
pressure

MPa

Intermittent
pressure

MPa

:�); 1.600 241 365 165
Min. 164 16 630 14
:�); 2.048 308 300 202
Min. 164 8 630 5
:�); 3.087 472 230 216
Min. 164 10 630 5
:�); 4.588 701 150 278
Min. 328 40 278 21
:�); 5.326 816 130 248
Min. 492 63 515 39

Displacement
cm3/n

HPC 325

25 27,5

HPC 080

HPC 125

HPC 200

HPC 270

Motor
model

Max.
displacement

cm3/n

Rated
pressure

MPa

Intermittent
pressure

MPa

Continuos
speed

max. disp.
n/min.

Continuos
speed

min. disp.
n/min.

Max.
power

kW

Weight
kg

HMF 080 1.600 270 138 172
HMF 200 3.087 175 174 282
HMF 270 4.588 150 189 450
HMF 325 5.326 130 189 460

25 27,5 1.000

"�
High power, dual displacement radial piston motors

HMF
"������#��$�!������$��
��
�������	�������
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Features:
 Compact design
 High performance 
 High reliability 
���������&���������>�������
�?�����������@�������@�������
������"�������������"����"������"��
����������������"����"������"��
�7������������������
 Wide capacity range

Motor
model

Displacement 
cm3/n

Rated 
pressure

MPa

Max.
pressure

MPa

Continuous 
speed
n/min.

Continuos
power

kW

M3X 200 195 1.900 180
M3X 280 280 1.700 230
M3X 530 533 1.400 370
M3X 800 800 1.200 470

29,5 34

Features:
�������������"������.*,,+�"�(/n
����*�"����������������&�+(/�@B
�����������������������������
 Dynamic displacement change
�G��������8����&�;,*///�I�
�=������������������������
�G���������J��������
�7���������������8��
�;,��#��"��������������

Motor
model

Front
Displacement

max. / min.
cm3/n

Rear
Displacement

max. / min.
cm3/n

Rated
pressure

MPa

Max.
pressure

MPa

Continuos
speed

max. disp.
n/min.

Continuos
speed

min. disp.
n/min.

Max.
power

kW

HPC 400 3.277 - 0 3.277 - 0 25 27,5 220 1.500 430

�!%
Fixed displacement axial piston motors

"��&''
"������#��$�&������$��
��
�������	�������
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����
����������&������������
������
��
��������������
��������������������������������������&����;�
$���������������
�&��������&��(<�����;'""�
&=*�
:�);�����������(<�:>�

Direct acting or piloted pressure control valves for 
lubrication circuits.

��&�����������
����������
������������&������
������)����������������

������������
����&���
���
�	
������;

Development of pumps and special valves for 
�����
�����������&���������������������������

�������
�����
����&������
�	
������;

?�
+&������������������������
����������&��(����������������������������&������
�����
������
��
���������������������������;�@���
��������
������	���������?�
+&����������
���
are the construction of diesel and gas engines, automotive engineering, chemical plant 
�����������(���������������
�������(�������������(������������������A����������
���������
�����������
������	������������������������������
�����������������	
���
������������������
are requested.

()��*)*(
"����+�#$���#���������������
����
��������������-���
��	���������
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Winch
HMB - HMC Radial Piston Motors

Mooring Winch
HMB - HMC Radial Piston Motors

Derrick Crane
EJ�K�#�EJ�N�$)����>������>�&��

HMB - HMC Radial Piston Motors

.�����
��	�
Marine
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HANSA-TMP S.r.l.
Via M. L. King, 6 
41122 Modena - ITALY
Tel.: +39 059 41 57 11
Fax: +39 059 41 57 29/30
E-mail: hansatmp@hansatmp.it 
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